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PHASE ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

PHASE ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.
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THE NORTHWEST CORNER
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CONTRACTOR SHALL LOCATE

THE CONDUIT AND ANY HANDHOLES
- PRIOR TO CONSTRUCTION. WIRING
N AND CONDUIT SHALL BE ADJUSTED
AS DIRECTED BY THE ENGINEER.
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R10-3(1) (9" X15")
(TDO BE INSTALLED WITH APS PUSH BUTTON)
CONSTRUCTION DETAILS

A.INSTALL CONCRETE FOUNDATION WITH A 10 FOOT
PEDESTAL POLE. PEDESTRIAN SIGNAL HEAD,
PEDESTRIAN PUSH BUTTON (APS) AND SIGN.

(1-3" CONDUIT BEND)
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.FURNISH AND INSTALL ELECTRICAL HANDHOLE.
« INSTALL 4-INCH SCHEDULE 80 PVC CONDUIT.
.REMOVE EXISTING PUSH BUTTON.

-REMOVE EXISTING PEDESTAL POLE, SALVAGE AND RELOCATE
EXISTING PEDESTRIAN SIGNAL HEADS, CAP AND ABANDON ASSOCIATED CONDUIT.
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BY: Aaron Hottenstein Division: P068 Highway TrafficGMA Emp

936 RipGesrook RoAD
Searks, MarvLano 21152
Taerrone: 410) 316-7800

Fax: (410) 316-7818

B. INSTALL CONCRETE FOUNDATION WITH A 14 FOOT
PEDESTAL POLE AND A TRAFFIC SIGNAL HEAD MOUNTED
ON THE POLE. (1-3" CONDUIT BEND)

C. INSTALL 12 INCH LED TRAFFIC SIGNAL HEAD ON MAST ARM
AS SHOWN.

+REMOVE EXISTING PUSH BUTTON AND INSTALL NEW APS
PUSH BUTTON AND SIGN.

- INSTALL 4-INCH SCHEDULE 80 PVC CONDUIT., TRENCHED.

- INSTALL NEW SIGN ON MAST ARM.

« INSTALL 12-INCH WHITE PREFORMED THERMOPLASTIC
PAVEMENT MARKING.

- INSTALL 24-]INCH WHITE PREFORMED THERMOPLASTIC
PAVEMENT MARKING.

[.INSTALL CONCRETE FOUNDATION WITH A 14 FOOT
PEDESTAL POLE. PEDESTRIAN SIGNAL HEAD.

TRAFFIC SIGNAL HEAD, PUSH BUTTON. AND SIGN.
(1-3"” CONDUIT BEND)
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- INSTALL 3-INCH SCHEDULE 80 PVC CONDUIT, TRENCHED.
-USE EXISTING HANDHOLE.
«REMOVE EXISTING PAVEMENT MARKINGS.
-USE EXTISTING CONDUIT.
.USE EXISTING BASE MOUNTED SIGNAL CABINET.
-REMOVE EXISTING TRAFFIC SIGNAL HEAD AND INSTALL NEW
12 INCH LED SIGNAL HEAD.
- INSTALL CONCRETE FOUNDATION WITH ONE 10 FOOT PEDESTAL POLE,
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STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

MD 210 INDIAN HEAD HIGHWAY AT
SB 1954495 OFF RAMP (RAMP C)

RELOCATED PEDESTRIAN SIGNAL HEAD. WITH APS PUSHBUTTON AND
SIGN. (1-3" CONDUIT BEND) (MD STD NO. 801.01-01 AND 818.16-01)
-REMOVE EXISTING 10 FOOT PEDESTAL POLE
AND RELOCATE AS SHOWN. INSTALL A NEW CONCRETE FOUNDATION
WITH .WITH RELOCATED 10 FOOT PEDESTAL POLE, EXISTING PEDESTRIAN
SIGNAL, NEW APS PUSHBUTTON AND SIGN. (1-3” CONDUIT BEND).
- INSTALL VIDEO DETECTION CAMERA.
- INSTALL GROUND MOUNT SIGN ON. BREAKAWAY WOOD POST (47X6"”).
. CAP AND ABANDON EXISTING CONDUIT.
A. TINSTALL GROUND MOUNT SIGN ON 4“X4” woOD POST.
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